Immersible -Submersible
solids handling pump

A2Q '

THE UNIQUE ALTERNATIVE TO ORDINARY PUMPS

Incorporating the unique Hidrostal Screw
Centrifugal Impeller, the A2Q can tackle the
Delivery pipe cast as ] most difficult jobs. Not just as a sump pum
part of the motor body _ i ' il . . i
to ensure motor cooling it is a robust unit capable of handling liquids
when used in wet or dry containing fibrous matter, solids up to 50mm
applications : : : :

N ) in diameter, thick sludges, slurries, pulps and
i : viscous materials, etc., for a wide range of

applications in numerous industries including:
®* PROCESS WASTES ® PIG SLURRY
®* ABATTOIRS ®* INDUSTRIAL EFFLUENTS

Clog-free operatioQ : - ®* DOMESTIC SEWAGE °® VISCOUS SLUDGES

\\

L ] L
High efficiency CHEMICAL SLUDGES ® FARM EFFLUENT

— low runni
Ow running costs ®* PAPER MILLS ®* SEWAGE SLUDGE

Steep curve

— giving pressure
reserve when
pumping thick
materials

50mm free passage

~fhidrostal
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b ~1 S (ll 1 240 VOLT SINGLE PHASE*

5~ N (M3 PUMP Nom KW FEL.C. STARTING

¥ " Nl i ~ A2QR2 Gl 74 6.0 x FLC
N i ™~ A2QS2 1.5 9.0 5.0 x FLC

> ~ | \\\ A2QE2 1.5 9.4 4.8 x FLC
-~ 415 VOLT THREE-PHASE
6 \\\ PUMP Nom KW FL.C. STARTING
o | A2QR2 1.1 33 72xFLC
‘ ™ A2Q52 15 44  52xFLC
A2QE2 1.5 4.4 S2x FLC
. Fdr Iqw head appl|cations 1#5Qrpm ; ] ) ] |
models are [alsp aVailable ! *Special starter required incorporating start and
KW run capacitors.
] 20
SPECIFICATIONS
10
”” CABLE: 10m (4 x 1.5mm?2)
U i S e i E S . TEMPERATURE:

(1) Maximum Flow for ‘E’ Impeller on 240v single-phase Pump. FLOW/L/seq j | Ez::ri:ti':\?;ﬁ:::?g:i/mbient
The Hidrostal A2Q Pump is a truly remarkable . g temperatures of 40°C. For higher
pump. It is a small but robust solids handling L_JD 2 R e consult factory.
pump capable of taking on the really big jobs. 3 ! MECHANICAL DATA:

By having a free passage of 50mm it finds uses L2 Unit weight 32kg.

handling heavily contaminated liquors, sludges o —+— Impeller free passage 50mm.

and slurries working either as a: J AVuEva! Materials: Cast-iron with nodular

[ | ) iron impeller.

® SUBMERSIBLE PUMP 2 L

Portable or permanently mounted. o8 . =4 )

andem mechanical seals running

® CONTRACTOR PUMP in oilbath,‘two options for .

Where motor may be exposed above liquid. & g;ﬁi‘gzﬁsﬁe seal depending on
° DRY INSTALLED 150

Horizontal or vertical with piped connections
on suction and delivery.

HIDROSTAL ARE THE INVENTORS OF THE SCREW
CENTRIFUGAL IMPELLER AND ARE TOTALLY DEDICATED
TO ITS CONTINUOUS PRODUCT DEVELOPMENT AND
IMPROVEMENT, AND THEREFORE, RESERVE THE RIGHT TO
MAKE CHANGES WITHOUT GIVING PRIOR NOTICE.
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